Feature

+ Ductile Iron body and bonnet
for high strength and impact
resistancs.

+ Ductile Iron gate fully encapsulated
in EPDM rubber to ensure drop
tight sealing.

+ (Grade 431 stainless steel spindle
for high strength and corrosion
resistanca.

+ Dezincification resistant copper
alloy seal housing incorporating
dual O-ring seals and wiper ring for
long life operation.

+ Back seal facility to allow for
replacement of seals under full
operating pressure.

+ Fusion bonded epoxy coating for
long life corrosion protection.

+ Straight through full bore to avoid
debris traps.

» |solated fasteners for corrosion
protection.

« Anti-friction guide liners for low
operating torgues.

« Integral cast-in feet for safe and
easy storage.

+ Integral lifting lugs for installation
convenience.

+ Anticlockwise closing or clockwise
closing available.

+ Key or hand wheel operation
available.

Resilient Seated Gate Valves — Shouldered Ends

DN 100 and DN 150

These AUSLITE Resilient Seated

Gate Valves, with shouldered ends,
feature a non-rising spindle.

Designed and manufactured to AS 2638.2.

General Application

AUSLITE Resilient Seated Gate
Valves with shouldered spigot ends
are commeonly used in mining and fire
service applications
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Technical Data

Size Range:

DN 100 and DN 150
Allowable Operating Pressure:
2500kPa

Maximum Temperature:
40°C

End Connections:
Shouldered spigot
Certifications:

AS 2638.2 - Gate valves for
waterworks purposes.

Product Mark Registration
Mo. PRD/RE1/0412/2

TWPRSGVSS5/7/08

Tyco Water reserves the right to change product designs and specifications without notice






